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Total Depth

clay 0 28

fine sand 28 64

silty fine sand 64 82

coarse sand with gravel 82 93

medium to coarse sand with gravel 93 104

105

St. Louis Rd. & Complex Dr. Collinsville, IL 
Collinsville IL

Address of well: 

Water Well

Location source: Global Positioning System verified

Screen:  30' of 24"  diameter 0.07 slot

Grout: NEAT CEMENT from 0 to 25
SILICA #2 & #3 from 33 to 104

Static level 30' below casing top which is 3' above GL

Pumping level 48' when pumping at 1999 gpm for 6 hr(s)

Remarks: driller's est. well yield 2500 gpm

Casing: 24" STEEL from -3' to 74'
24" STAINLESS STL SCREEN from 74' to 104'

Water from sand & gravel at 30' to 104'

Permanent pump installed at 60' on 1/31/2011, with a capacity of 
1000 gpm

Sample set # 69974 0' - 105'  Received: 1/9/2012

Top Bottom

COUNTY Madison

LOCATION

API# 1211929582 31-3N-8W

ELEVATION 426'      

Water Well Solutions

Permit Date: Permit #:

COMPANY

FARM

DATE DRILLED

Collinsville, city of

December 22, 2010

December 9, 2009 0544-FY2010

NO. 15

COUNTY NO. 29582

00

LATITUDE LONGITUDE38.660278 -90.023611


