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Total Depth

clay 0 7

red clay and gravel mix 7 27

brown sandy clay & gravel mix 27 59

white sand and white clay 59 200

brown sand 200 235

white water sand 235 260

260

820 Mill Springs Rd Unionville, IL Unionville ILAddress of well: 

Water Well

Location source: Location from permit

148 Stewart Nelson Rd  Paducah, KYOwner Address:

Screen:  12' of 4"  diameter 10 slot

Grout: BENTONITE from 0 to 100
NATURAL PACK from 230 to 260

Static level 182' below casing top which is 1' above GL

Pumping level 220' when pumping at 5 gpm for 1 hr(s)

Remarks: Driller's Estimated Well Yield 5 gpm

Casing: 6" PVC SDR 21 from 0' to 205'
4" SCH 40 PVC from 200' to 260'
4" SCREEN from 248' to 260'

Water from sand at 245' to 260'

Permanent pump installed at 240' on 1/12/2009, with a capacity of 5 
gpm

Top Bottom

COUNTY Massac

LOCATION

API# 1212721146 21-15S-6E

ELEVATION '      

Fondaw, Bill

Permit Date: Permit #:

COMPANY

FARM

DATE DRILLED

Falconite, Mike

January 9, 2009

October 17, 2008 127-09-08

NO.

COUNTY NO. 21146

00

LATITUDE LONGITUDE37.194317 -88.559850


